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CAT-5 HURRICANE NETTING SYSTEM

~~WIND REDUCTION CHART~~

	Wind Speed Without Net (MPH)
	Cat.
	Max Wind Speed With Net (MPH)
	Cat.
	 
	Pressure Without Net *
	Pressure With Net *

	70
	TS
	44.10
	TS
	 
	10.68 psf
	4.27 psf

	80
	1
	50.40
	TS
	 
	13.95 psf
	5.58 psf

	90
	1
	56.70
	TS
	 
	17.66 psf
	7.06 psf

	100
	2
	63.00
	TS
	 
	21.80 psf
	8.72 psf

	110
	2
	69.30
	TS
	 
	26.37 psf
	10.38 psf

	120
	3
	75.60
	1
	 
	31.39 psf
	12.59 psf

	130
	3
	81.90
	1
	 
	36.84 psf
	14.66 psf

	140
	4
	88.20
	1
	 
	42.72 psf
	16.88 psf

	150
	4
	94.50
	1
	 
	49.04 psf
	19.67 psf

	160
	5
	100.80
	2
	 
	55.80 psf
	22.23 psf

	170
	5
	107.10
	2
	 
	62.99 psf
	24.95 psf

	180
	5
	113.40
	3
	 
	70.62 psf
	27.83 psf

	
	
	
	
	
	
	

	1)* Pressures based on ASCE 7-98 15' sloped MRH, Exposure 'C' (coastal), 10sqft tributary area, 

	     I = 1.0, enclosed structure, positive pressure
	
	

	2) Negative pressures produce results with equivalent reduction factors
	

	3) Wind direction assumed perpendicular to netting surface.  Greater reductions are obtained 

	    when netting is placed at an angle to the ground
	

	4) Pressures translate to a 63%+ reduction between a netted and unnetted area for this and

	    other similar design conditions
	
	
	
	

	
	
	
	
	
	
	


Tropical Storm = 40 – 74 mph

Category 1 = 74 – 95 mph

Category 2 = 96 – 110 mph
Category 3 = 111 – 130 mph

Category 4 = 131 – 155 mph

Category 5 = 156 mph & up
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